SOLOHITTER ORIGINAL ASSEMBLY INSTRUCTIONS
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Step 1 Top Rail Frame Assembly
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Step 2 Bottom Rail Frame Assembly
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Step 4 V Frames and Back frame.
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Step 5 Ball Assembly
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IMPORTANT NOTE:
MAKE SURE THE HOOK AT THE END OF THE BUNGEE CORD IS INSERTED IN ONE OF
THE PIN-HOLES ON THE TOP LATERAL BRACE. BEFORE ANY SWINGS CAN BE

TAKEN ON THE SOLOHITTER BOTH SAFETY LINES MUST BE ATTACHED TO THE EYE
HOOKS AND TO THE SOLOHITTER FRAME.

SAFETY FIRST
ALWAYS WEAR PROTECTIVE SAFETY GEAR WHEN USING THIS EQUIPMENT.
A BATTER MUST WEAR A BATTING HELMET WITH FACE GUARD WHEN USING THE
SOLOHITTER.
NEVER STAND NEAR THE FRAMEWORK OF THE SOLOHITTER AT ANY TIME.
SPECTATORS MUST STAND AT LEAST 20 FEET AWAY FROM TH E SOLOHITTER
WHEN THE EQUIPMENT IS IN USE.

NEVER HANG OR SWING FROM THE SOLOHITTER FRAMEWORK A T ANYTIME.
THE FRAME WORK WAS NOT DESIGNED TO HOLD THE WEIGHT OF A PERSON.
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